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The study on the recycling concrete from demolition llraste to produce useful
ag『egate for new concrete can be contributed to the solution of two problems The
first,there is the shortage of aggregate from river i the enforcement of environ―
mental laM/s and a standpoint of maintenance and control of river led almOst tO
ciosing aggregate plants at river side, secondary, there is a llraste disposal problem:
recent reports indicate that waste concrete in our country reach the substantial figue
of five miniOn cubic meter a year
ln this study, the physical properties of aggregates produced by crushing waste
concrete, are exmined And Hlix prOpOrtions, wOrkability of fresh state and
mechanical properties of hardened state of the concrete containing the crushed lvaste
concrete in the place of cOnventional coarse aggregate,are investigated
Through the experilnents, it is concluded that recycling concrete for use as
aggregate in nelll concrete is feasible and may become routine
1.は じ め に          ないコンクリー ト廃材をコンクリート骨材として活用し
コンクリート用骨材の中で最も品質が優れ,かつ使用  ていくために計画されたものである。
量が多かった河川産骨材の枯渇に対処するため,旧河川   コンクリー ト構造物の解体によって生ずるコンクリー
敷からの骨材の採取や砕石の利用などが図られてきた。  卜廃棄物は年間約 500万1n3にも達すると試算されている
しかし,これらの骨材資源も必ずしも無限のものでなく,  が,この廃棄物の一部が割栗石や擁壁の裏込めなどに使
将来にわたっての骨材供給源の確保は勿論のこと,需要  用されている他はほとんど埋立への投棄によって処分さ
に見合った骨材の計画的な開発,未利用資源や産業副産  れている。このコンクリー ト廃棄物は比較的安定した材
物,廃棄物等の有効利用など,資源の合理的な循環利用  料であり,かつ多量に発生するものであるから, これを
の道を探っておく必要がある。このような観点から,最  有効に再利用し得る可能性は十分に考えられる。
近では高炉スラグのコンクリート骨材への利用が試みら   本研究は,コンクリート廃棄物を骨材として再利用す
れており,一部ではすでに実用に供されているつ。     る上での諸問題を明らかにしていくための基礎資料を得
本研究は,同様の観点から,建設廃棄物のうち土砂の  ることを目的とし,本論文では,まず組成の判っている
次に多量に発生し,しかも再利用のほとんど行われてい  コンクリー トから破砕骨材を製造し,それら骨材の基本
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Table I Mechanical properties of aggregate







































Coarse aggregate 2,70 1.14 6.55 1560































Type l 186 2501088820
Type II 186 3501114713
Type nI 190 450 1092642





























Table II PhySiCal properties of aggregate
produced from original concrete
T」rpe lTj・pe IIT3/pe III
Max  size 25 25
Specific gravity 2432 43
Water Absorption(%)7 026 936 76
Fineness modulus 7 02
Bulk density(kg/ma)13101310
Percentage of SOlid volume(%)53753 753 7
Crushing
strength
10t crushed valuc(ライ 23 123 0
10%ineness value(ton11 313 013 3
Soundness(%) 71 4 76 1
Fine particles passed
thrOugh 88μ sieve (%)
1 7 1 5 1 3
Mortar content(%)355367
Table lv Strengthes of  Original concrete
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PhotO.l Aggregates produced froni original concrete

































Size of opening (mm)
Fig。l Particleるize distribution of aggregate
produced from original concrete
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Fig.2 Relatio■ships between paruclesize and






















































































Ranges Of particte_sizo (rnm)
Fig.4 Mortar contentS  in the aggregate
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Table V  MiX proportions of recycling cOncrcte and COntrol concrete









??Modulus of elasticity(X10S kgたm2)
staticdynamic
A
Type I 2 2.52 46 3 1 4
Type H 23 1 3 1 6
Type m 25 62 53 3 1 9
ControI258 3 14 3 9 1
B
Type l330 30 22 63 3 3 8
Type H308 27 92 67 3 3 1
Type IH 35 3 3 62
Con trol 39 13.58
C
Type I
Type I 35 72 9】
Type Ⅲ 3 1 63.78
Control569 46.53.69 4.5 9
原コンクリー トの差による影響はほとんど認められなか
った。
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Fig.
Cerrlent―water ratlo   (c′w)
6 Relationsmps betveen compressive
strength and cement―wat r ratio
Compressive strength    (kg,cm2)
Fig.7 Relationsnps between tendle strength
and compressive strength
Compressive strength    (kg,cm2)
ng.8  Rclationships between modulus of elas―
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